
PMS-���HT��

High Resolution Telecentric Lens �.��X

Max. sensor size �/�"  WD ��mm.

�. All using the object telecentric design, with high depth of field, high resolution, low distortion characteristics;

�. Support �/� '' or �/� '' of the target surface size camera;

�. Coaxial lighting optional, uniform lighting;

�. The standard C interface;

�. Can be used with the steering prism.

 

Products Advantage

With telecentric light design, low distortion, high telecentricity, high DOF, suitable for defects recognition, production auto inspection field.

This High Resolution Telecentric Lens �.��X, Max. sensor size �/�", WD ��mm.
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Dimension  Drawing

��mm Telecentric lens has excellent imaging quality, it has not 

just telecentric optical design to makesure low distortion, but 

long working distance as machine vision lens.
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Products Advantage

�.  Supports �MP camera with �/�" sensor ;

�.  Manualiris, iris range is F�.�-C, max focal length is ��mm ;

�.  Deep depth of field, low distortion, high resolution ;

�.  Telecentricopticaldesign,suitable in machine visionindustry and automation industry .
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High Resolution Telecentric Lens �.��X

Max. sensor size �/�.�", WD ���mm.

�. All using the object telecentric design, with high depth of field, high resolution, low distortion characteristics;

�. Support �/� '' or �/� '' of the target surface size camera;

�. Coaxial lighting optional, uniform lighting;

�. The standard C interface;

�. Can be used with the steering prism.
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/Coaxial

1/1.8" 0.17X 110mm 16μm
C-Mount

Coaxial
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