PMS-05TF179

FMountBig FOV Telecentric Lens 0.5X
Max. sensor size 35mm film, WD 179mm.

PRODUCTS ADVANTAGE

B Super biginspection FOV, high resolution bi-telecentric design,specially design for accuratemeasurement of big FOV objectives.
B High telecentricity calibration, test result will bethe same within DOF.
B Superlow distortion design, the FOV tolerance issmall (before calibration by software), after increasethe FOV.

B Simple and stable mechanical design, suitable forall kinds ofindustry environment.

Parametric

Code PMS-05TF19
Magnification 0.5X
Linear Array-2K(2KX 10um) 41.0

FOV Linear Array-4K(4KX7um) 57.4

(mm)(HXV) Linear Array-8K(8K X 5um) 82.0
35mm 72.0X48.0

Resolution(um) 18.18

F.No. 13
TV Distortion 0.01%

DOF 4.34mm
Dia./Width 114mm
Max.Sensor Size 35mm Film

Mount F-Mount

Objective Side Telecentricity <0.02°
Operating Environment Temperature-10°C~+50°C; Humidity: 30-80% (no Condensation)
Dimension Drawing Unit:mm
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T.86-769-2266 0867 F.86-769-2266 0857 E.markering@pomeas.com
Add: No.68,Chongwei Road,Baizhoubian,East district, Dongguan,China,523000

Add: Building 15#, CIMC Park,High And NewTechnology Industries
Development Area,Songshan Lake, Dongguan
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