PMS-1.5HT110-C

High Resolution Coaxial Telecentric Lens 1.5X

Max. sensor size 2/3", WD 110mm.

Max.Sensor Size Magnification Working Distance Resolution

M
2/3" 15X 110mm 5.50um Co oG

PRODUCTS ADVANTAGE

B All using the object telecentric design, with high depth of field, high resolution, low distortion characteristics;
B Support 2/3" of the target surface size camera;

B Coaxial lighting optional, uniform lighting;

B The standard C interface;

B Can be used with the steering prism.

Parametric

Code PMS-1.5HT110-C
Magpnification 15X
1/2" 43mmX3.2mm
el O Ve 1/1.8" 4.8mmXx3.6mm
2/3" 5.9mmX4.4mm
1"
Resolution(um) 5.59
F.No. 12.5
TV Distortion 0.01%
DOF 0.44mm
N.A. 0.06
Max.Sensor Size 2/3"
Mount C-Mount
lighting Coaxial
Operating Environment Temperature-10°C~+50°C; Humidity: 30-80% (no Condensation)
L B230
1-32UNF
1E-Mount
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T.86-769-2266 0867 F.86-769-2266 0857 E.markering@pomeas.com
Add: No.68,Chongwei Road,Baizhoubian,East district, Dongguan,China,523000

Add: Building 15#, CIMC Park,High And NewTechnology Industries
Development Area,Songshan Lake, Dongguan
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